
ICCP Hull Corrosion Protection

Seawater Pipework Anti-fouling

Installing marine pipework 
anti-fouling systems
The Cathelco Jotun pipework anti-fouling 
system will stop all forms of marine growth 
developing in all areas of the yacht’s 
seawater pipework system.

It can be installed when the yacht is in 
drydock or alongside and provides an 
effective remedy for yachts which have 
existing fouling problems.

With a worldwide network of local Cathelco 
Jotun agents and installers, systems can be 
installed in most cruising areas.

Cathelco Jotun Ltd
Marine House, 18 Hipper Street South, Chesterfi eld S40 1SS, United Kingdom
Telephone 01246 246700   Fax 01246 246701

Worldwide
Telephone +44 1246 246700  Fax +44 1246 246701
Email sales@cathelco.co.uk  Website www.cathelcojotun.com

Nano System

Micro System

References
Cathelco Jotun systems protect more 
than 300 luxury yachts and have been 
installed by the following yards:
●	 Abeking & Rasmussen
●	 Alloy Yachts
●	 Alstom Marine
 (Chantiers de l’Atlantique)
●	 Amels Holland
●	 Astilleros Tarrob .
●	 Azimut 
●	 Barcos Deportivos
●	 Benetti
●	 Christensen Shipyards
●	 Delta Marine
●	 Devonport Yachts
●	 De Vries
●	 Hakvoort
●	 Holland Jachtbouw
●	 Izar
●	 Kingship Marine
●	 Lurssen Yachts
●	 Oceanfast
●	 OceaAnco
●	 Overmarine
●	 Pendennis
●	 Perini
●	 Proteksan
●	 Royal Van Lent
●	 Sunseeker
●	 Trinity Yachts
●	 Vitters

Payment can be made using most 
major credit cards:



The Minitek system uses the latest 
technology to protect steel hulled 
yachts against corrosion. This is 
achieved by a compact control 
panel and an arrangement of 
anodes and reference cells which 

are fl ush mounted on the hull – so 
there is nothing to interrupt the 
smooth profi le or cause additional 
drag.

The current to the anodes is 
constantly monitored and adjusted 
to provide the ‘optimum’ level 
of protection at all times. This is 
far superior to the performance 
of sacrifi cial anodes where the 
amount of protection cannot 
be easily verifi ed and may be 
insuffi cient to prevent corrosion.

 Anode life 15 years – unlike 
sacrifi cial anodes.

 Reduced weight in comparison 
with sacrifi cial anodes.

 Flush mounted anodes to 
ensure smooth hull profi le.

 No maintenance required.
 Self diagnostic system.
 Operates from 230V or 115V 

a.c. electrical supply.
 Control panel measures only 

500mm x 390mm x 210mm. 

Hull corrosion protection

Length approx Sacrifi cial Anodes ICCP System Weight Advantage
25m 186 kg 40.5 kg 145.5 kg
45m 465 kg 52 kg 413 kg
60m 926 kg 85 kg 841 kg

Minitek – for steel hulls

Length approx Sacrifi cial Anodes ICCP System Weight Advantage
25m 80 kg 52 kg 28 kg
45m 200 kg 52 kg 148 kg
60m 400 kg 52 kg 348 kg
95m 600 kg 52 kg 548 kg

The Micro system eliminates blockages 
in seawater engine cooling systems 
caused by barnacles and mussels and 
has been designed for larger luxury 
yachts with a number of seawater inlets.
The system is based on the electrolytic 
principle and creates copper ions giving 
a dosage of just 2 parts per billion which 
prevent barnacles and mussels from 
settling and growing in seawater lines. 
Its effectiveness has been proved on 
some of the largest luxury yachts in the 
world over a period of more than 30 
years.

Systems can be supplied solely for 
anti-fouling or as dual purpose units 
combining anti-fouling and corrosion 
suppression features.

 Prevents pipework bio-fouling by 
barnacles and mussels.

 Suppresses corrosion in pipework (in 
dual purpose systems).

 Requires minimum attention from 
crew.

 Easy and economical to install at 
newbuilding or retrofi t.

 Can be powered from the yacht’s 
battery supply (12V to 24V d.c.) or 
220V/110V single phase.

 Copper anodes - used to protect 
pipework against bio-fouling. 

 Aluminium anodes  - provide 
corrosion suppression in steel 
pipework. 

 Ferrous anodes - provide corrosion 
suppression in cupro-nickel pipework.

 Nylon mounting sleeves to fi t easily 
into steel or plastic strainer lids.

Alutek – for aluminium hulls

Aluminium is generally regarded 
as a stable material which does not 
corrode easily. However, when used in 
conjunction with other metals such as 
bronze propellers and steel components, 
serious problems of hull corrosion can 
arise.

The Alutek system uses the latest 
technology to eliminate corrosion on 
aluminium hulls. Unlike traditional 
sacrifi cial anode systems, it utilises 
fl ush mounted, lightweight anodes and 
advanced monitoring systems to provide 
the optimum level of protection.

So there is nothing to detract from the 
smooth lines of your yacht or reduce its 
speed.

 Flush mounted anodes keep the hull 
streamlined.

 Reduced weight in comparison with 
sacrifi cial anodes.

 Automatic system – constantly 
monitors and adjusts output.

 Operates from 230V or 115V a.c. 
electrical supply.

 Monitoring electrodes – measure 
the electrical potential near the 
di-electric shield.

 Controlling electrodes 
- measure the 
electrical potential 
at a remote 
point on the 
hull.

 Shield 
sensors – detect 
changes in 
resistance at the 
coated aluminium/
seawater interface.

 Lower yard installation costs 
than recessed sacrifi cial anodes.

Protection against 
marine growth in pipework

The Nano system is the latest step in 
miniaturisation, enabling the control 
panel and anodes to be easily and 
economically fi tted in areas where 
space is limited.
Systems are custom-made for their 
applications to provide anti-fouling only 
or a combination of anti-fouling and 
corrosion suppression. A variety of 
anode types are available to fi t within the 
smallest strainers, including anodes with 
integral cathodes for plastic strainers. 

Easy to install and economically priced, 
the Nano System brings peace of mind 
to owners of luxury yachts from just 20ft 
upwards.

 Ultra compact system to protect 
against bio-fouling in seawater 
pipework.

 Suppresses corrosion in pipework (in 
dual purpose systems).

 Requires minimum attention from 
crew.

 Can be powered from yacht’s battery 
supply – 12V to 24V d.c.

 Copper anodes used to protect 
steel, stainless steel or copper alloy 
strainers and pipework against bio-
fouling.

 Copper anodes with integral 
cathodes to protect plastic strainers 
and pipework.
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